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7%7 NEMA 3R S.S. ISOLATION SWITCH ENCLOSURE BODY (TYP.) fﬁ be 200% larger than load size. (Disconnects shown left up for clarity.)
—N PER STANDARD SPECIFICATION 9-29.25 ~ — . : .
N MOUNT ON FRONT OF STANDARD SIGN-LIGHTING LUMINAIRE 5. The conductors in the IMSA 20-1 3C #14 cable shall be black, red, and white. The white
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POLE AND BRACKET " USE TO ATTACH CONDUIT TO the NEC P y quip 9 9 P
CABLE (SEE NOTE 4) \\:: EQUIPMENT GROUNDING BOTTOM TRUSS CHORD '
- T T ek NEG ~ U-BOLT CONNECTION (TYP.) ~ 6. All RMC conduits embedded in foundation shall be terminated with grounding end bushing
a / ' SEE STANDARD PLAN G-90.30 and bonded to the ground terminal in the base of pole. All PVC conduits embedded in
a i PHENOLIC TAG ~ INSTALL 6" (IN) ABOVE HAND HOLE ~ _ VERTICAL BRACE ~ foundations shall be terminated with end bell bushing. See Standard Plan J-10.10 note@
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e . SCREEN ! U-BOLT CONNECTION (TYP.) ~ E| ,
: GUARD it SEE STANDARD PLAN G-90.30 —\ B 9. All holes shall be drilled and tapped.
F"\SEQEE/ | x \ 11/2" (IN) CONDUIT (TYP.) 10. Use the Retrofit details only when the following conditions apply:
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ol N, + T CHORD : 4 CONDUIT BODY ) e =
> | Z i ‘ BODY | o 87 Sign-Lighting Luminaire.
= M ! A .. . . . .
B | ! % =~ ai \ a o B. The span between the existing Luminaire Brackets is too wide to attach
‘ | i 3/4" (IN) LIQUIDTIGHT FLEXIBLE ian-lLighti inai inai ;
TO SERVIGE : | H ] =l METALLIC CONDUIT ~ 24" (IN) the new Sign-Lighting Luminaire and Luminaire Mounting Plate.
—————— / | e LONG, MAX. 11. If the sign structure includes a maintenance walkway, the Luminaire Mounting
SEE CONTRACT FOR 1 1/2" (IN) CONDUIT | : e Plate shall be bolted to the walkway grating.
QUANTITY AND SIZES | 2 i
OF CONDUITS (TYP. I
( ) VERTICAL BRACE ~ 5 Lol . IMSA 20-1 3C #14 CABLE
W4 x 13, STEEL K B (SEE NOTE 2)
3/4" (IN) LIQUIDTIGHT FLEXIBLE N POLE AND BRACKET CABLE ~
TERMINAL CABINET MOUNTING ~ METALLIC CONDUIT ~ 24" (IN) - DETAIL INSTALL FROM THE QUICK-DISCONNECT
1 1/2" (IN) DIAM. TAPPED HOLE WITH LONG, MAX. 3/4" (IN) S.S. FUSE KITS TO THE ISOLATION SWITCH
THREADED NIPPLE AND LOCKNUT STRAP (TYP.) HAND HOLE ~ FOR DETAILS,
SEE STANDARD PLAN G-70.10
CAB|g,héSTTﬁgbﬁ?,BETDAELTEA?L"j J-HOOK IMSA 20-1 3C #14 CABLE ATTACHMENT BRACKET AND CLAMP (SEE NOTE 7)
. (SEE NOTE 2) \
SEE STANDARD PLAN J-75.30 - % 3/16" (IN) DIAM. x 1 1/2" (IN) BOLT WITH LEAVE 2" (IN) OF OUTER SHEATH OF
I WASHER AND NUT FOR GROUND ~ POLE AND BRACKET CABLE JACKET
PULLING GRIP ~ SIZE TO TAP 3/16" (IN) DIAM. HOLE AT BOTTOM OF CLAMP (TYP.)
SEC R L ND BRACKET QUICK-DISCONNECT FUSES
CABLE AND EQUIPMENT -
GROUNDING COCI)\IDUCTOR % BOLTS, NUTS, AND WASHERS ~ (SEE NOTE 4) \ STRIP OUTER SHEATH OFF
N ﬁgg ;05‘?% gRT 5323316 POLE AND BRACKET CABLE
POST ~ SEE STANDARD ’%E i (TYP)
PLAN G-60.10 N STAINLESS STEEL (5.5 ) / Bailcy, Ted
Sim - O ANCHOR BOLT (TYP.) W//W% 5”? May 242016 403PM
EQUIPMENTéEOR’\IODUUNcl?Ilgg 1 - SCREEN GUARD ~ FOR OVERHEAD SIGN
DETAILS, SEE STANDARD
TOP OF FOUNDATION = MW@W PLAN J-75.40 ELECTRICAL DETAILS
POLE AND BRACKET CABLE NEMA 3R S.S. TERMINAL CABINET "a" ~ Y i (TRUSS STRUCTURE)
1 FOR ISOLATION SWITCH ENCLOSURE, STANDARD PLAN J-75.45-02
SEE STANDARD SPECIFICATION 9-29.25 ' -
IMSA 20-1 3C #14 CABLES EQUIPMENT BONDING JUMPER SHALL BE NON- I SHEET 1 OF 2 SHEETS
SEE NOTE 2 ' ~ {
( ) LOCKNUT (TYP.) INSULATED #4 AWG COPPER WITH & (FT) MINIMUM SLACK : GROUNDING END BUSHING ~ GALVANIZED APPROVED FOR PUBLICATION
11/2" (IN) DIAM. RIGID CLAMP TO VERTICAL STEEL REINFORCING WITH A LISTED ] RIGID STEEL. (SEE NOTE 6) Carpenton i
. ! :
GALVANIZED STEEL CONDUIT CONNECTOR SUITABLE FOR USE EMBEDDED IN CONCRETE ' Carpenten, Jeff s a7 PM
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3/4" (IN) CLOSE NIPPLE
WITH LOCKNUT

CONDUIT BODY

1 5/8" (IN

x 15/8" (

S. S MOUNTING

LUMINAIRE BRACKET /
~W4 x 13 STEEL

(TYP))

CHANNEL

WASHER
3/4" (IN) LB 1

SIGN-LIGHTING LUMINAIRE

% 3/8" (IN) DIAM. x

11/2" (IN) BOLT

% 3/8" (IN) DIAM. WASHER
AND 3/8" (IN) LOCK

WASHER

LUMINAIRE MOUNTING

LUMINAIRE BRACKET ~ /

DRAWN BY: FERN LIDDELL

3/4" (IN) CLOSE NIPPLE
WITH LOCKNUT WASHER

3/4" (IN) LB CONDUIT BODY

LUMINAIRE BRACKET
~ W4 x 13 STEEL

(TYP.)

PLATE \

;

VARIES

NOT TO EXCEED 4' -

o

SECTION @

SIGN-LIGHTING FIXTURE WITH RETROFIT

1 5/8" (IN) x 1 5/8" (I
MOUNTING CHANNEL

LUMINAIRE BRACKET ~

W4 x 13

N) S.S.

STEEL

3/8" (IN) DIAM. x
1 1/2" (IN) BOLT %

ﬁ
% 3/8" (IN) DIAM. LOCKNUT

AND LOCK WASHER

SECTION @

ASTM F593

% BOLTS, NUTS, AND WASHERS ~

OR A193

TYPE 304 OR TYPE 316
STAINLESS STEEL (S.S.)

CHANNEL NUT WITH SPRING ~
GROOVED AND SERRATED ~
FOUR PER FIXTURE %

e

W4 x 13 STEEL

1 5/8" (IN) x 1 5/8" (IN)

|— MOUNTING CHANNEL ~

'/Z TWO PER FIXTURE

S.S. TYPE 304 OR TYPE 316
RETAINING SPRING ~

FOUR PER FIXTURE
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SIGN-LIGHTING
LUMINAIRE

LUMINAIRE MOUNTING

1 -

8 1/2"

SIGN-LIGHTING

LUMINAIRE

@/1

ELECTRICAL CONDUIT ~
FOR DETAILS NOT SHOWN,
SEE SIGN LIGHT MOUNTING DETAIL

VERTICAL BRACE ~
W4 x 13 STEEL \

3/8" (IN) DIAM. WASHER %

BOTTOM TRUSS CHORD

11/2" (IN) DIAM. RIGID
GALVANIZED STEEL

CONDUIT (TYP.)

USE DETAILS ABOVE THE MATCHLINE

ON SIGN LIGHT MOUNTING DETAIL \

3/4" (IN) DIAM. RIGID
GALVANIZED STEEL CONDUIT ~
MOUNTED TO INSIDE OF

VERTICAL BRACE

U-BOLT CONNECTION

AN

3/4" (IN) S.S. STRAP

CONDUIT BODY

3/4" (IN) LIQUIDTIGHT
FLEXIBLE METALLIC
CONDUIT ~ 24" (IN)

SIGN FACE

LUMINAIRE BRACKET ~

LUMINAIRE
FIXTURE
HOUSING

W4 x 13 STEEL

% 3/8" (IN) DIAM. LOCKNUT
AND LOCK WASHER

10 3/4"

PLATE

SECTION @

LUMINAIRE MOUNTING

PLATE

.
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—
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) DIAM. x 1 1/2" (IN) BOLT %

3/8" (IN) DIAM. WASHER %

|
3/4" (IN) S.S. STRAP /

RETROFIT MOUNTING DETAIL
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SIGN-LIGHTING
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]
T T 7 e

LONG MAX.
DETAIL @ SIGN FAGE
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b
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VERTICAL BRACE ~

/ W4 x 13 STEEL

CONDUIT BODY

3/4" (IN) LIQUIDTIGHT FLEXIBLE METALLIC
CONDUIT ~ 24" (IN) LONG, MAX.

USE DETAILS BELOW THE MATCHLINE ON
RETROFIT MOUNTING DETAIL
| MATCHLINE
D o é
o=
" L—op ||
3/4" (IN) LB CONDUIT BODY il
3/4" (IN) STRAIGHT LIQUIDTIGHT i
CONDUIT CONNECTOR ¥ A
3/4" (IN) LIQUIDTIGHT FLEXIBLE 5 W’W &“ZE May24 2016403 PM e
METALLIC CONDUIT ~ 24" (IN) LONG, MAX. =t OVERHEAD SIGN
3/4" (IN) 45° LIQUIDTIGHT CONDUIT ¥
CONNECTOR ~ INSTALL WITHIN 1' - 0" T ol ELECTRICAL DETAILS
OF LIGHT FIXTURE ‘ i (I (TRUSS STRUCTURE)

R ——
B T N

STANDARD PLAN J-75.45-02

SHEET 2 OF 2 SHEETS

LUMINAIRE BRACKET ~ /

W4 x 13 STEEL

2 Q"

H
{ 3/4" (IN) S.S. STRAP / 1.
j

(TYP.) ; MAX.

SIGN LIGHT MOUNTING DETAIL
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